2.54mm (0.1") Elevated Female Header

Single R
(Single Row) 2711 Series

APPLICATION AND FEATURES SPECIFICATIONS

1. Different foot length for customer design choice. Current Rating: 3 Amps .

2. Available with square tail. Insulator Resistance: ~ 1000 Megohms Min.

3. Suggestion mating with 2201, 2201A, 2204S Contact Resistance: 20 Megohms Max.

& 2812 series. Dielectric Withstanding: AC 1000 V

4, RoHS compliant. Operating Temperature: —40°C to +105°C
Contact Material: Copper Alloy
Insulator Material: PBT, UL 94V-0, Black

Recommended P.C.Board
Hole Layout
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Tolerance: £0.30mm

Order Information 2711 Series

Example: | 2711 |=[32|—|02 |—| 1W ] A B
| | W | 11.05 | 2.29

| ——

Series No. Number of Contacts Contact Plating S A B
2711 | |02 to 32 Contacts | Tin Plated ~ 7705 | 738
Gold Plated 2Y | 13.59 | 4.84

Flash 3y | 16.13 | 2.30
30 4 . A B

1Z 11.05 12.19
27 | 13.59 9.65
3Z | 16.13 7.1
4Z | 18.66 4.58

©Optional dimension upon
request.
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