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REV.|ECN _NO OR DESCRIPTION | REVISED | DATE
A _|PRODUCT RELEASE Duke 2015.00.14
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DATE CODE

17.4
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| MATING PART
P/N:2BA1030 SERIES

2-8.0

SPECIFICATIONS:
1. ELECTRICAL CHARACTERISTICS:
1—1. RATING: 55V DC 30A D
17.3 1-2. CONTACT RESISTANCE: 5.0mQ MAX.(PIN+/PIN— INITIAL PRE PIN)

— gy 1 R 1-3. CONTACT RESISTANCE: 10mQ MAX.(SIGNAL PIN INITIAL PRE PIN)
i 2. MECHANICAL CHARACTERISTICS: <:|

2-1. INSERTION FORCE : 3.0 + 2KGF (INITIAL)
2-2. WITHDRAWAL FORCE :3.0 # 2KGF (INITIAL)

I [ YYMMDD | |$I 3. LIFE TEST: 5,000 CYCLES MIN.

Vo) l—— & 4, OTHER GENERAL SPEC. TO REFER "2BA1029-VOO210F SPEC”
' 5. T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. c
6. HALOGEN  FREE PRODUCT IDENTICATION LABEL ON PACKAGING: g
7. HALOGEN FREE PRODUCT IDENTIFICATION MARK ON JACK: ©
8. PACKAGING: BAG

21

CAV. NO.

2-11.0

C |SIGNAL 5 | BRASS SILVER PLATING B
B _|SPRING 2 | COPPER ALLOY 0.8t GOLD FIASH
A

HOUSING 1| oK TEMP. THERMOPLASTIC|  BLACK COLOR

NO|  DESCRIPTION QY MATERIAL PLATING & COLOR | —
UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
SPECIFED TOLERANCES 1= BT BRLYT]
DECIMALS: ~ ANGLES: |TITLE BATTERY CONNECTOR 48V

X 205 X 127 [DWN |MKE PART NO.2BA1029-V00310F | p
XX 403  XX:£1° [CHKD SCALE 1:1[UNT: mm |@& <
XXX :10.2 APVD [ eheng SIZE: A3 |SHEET:1 OF 1|REV:A
CUSTOMER COPY

With Liquid Glue
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