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0 =185 NOTES:
1. TEST CONDITIONS:
2—1. CONDUCTANCE RESISTANCE 20m Ohm Max.
2-2. HI=POT TEST 500VAC,0.5mA(1SEC)
— 1 2-3. INSULATION RESISTANCE: 100M Ohm  Min. BY 500 VDC
2. SPECIFICATIONS:SEE "BA SERIES SPECIFICATIONS”.
3. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
4. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:
. 46 E
D
WITH LIQUID GLUE‘
CAP 1 [PLASTIC BLACK
E-RING 1 [sus N/A c
b | SCREW 1 [sus BLACK
G | SPRING 1[sus N/A
Cu/E= 80u” Min.
4 F | MAGNET 2 |Nd—Fe-B OVER NICKEL PLATING |
N £ | LIQUID GLUE 3 [N/A BLACK
Gold flash PLATING
D | FEMALE PIN 2 | BRASS OVER NICKEL. PLATING
Cold flash PLATING
C | FEMALE PIN 3 |BRASS OVER NICKEL PLATING |B
Cold flash PLATING
B [ TEMALE PIN 2 |BRASS OVER NICKEL PLATING
A | FEMALE BODY 1 [ THERMOPLASTIC BLACK
NO|[ DESCRIPTION Q1Y MATERIAL PLATING & COLOR  }—
UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
SPECIFED TOLERANCES (=T =R E R &
BATIERY CONNECIOR
3D VIEW PIN_ASSIGNMENTS DECIMALS: ANGLES: |TITLE'| FEMALE CONN. (2+3+2)PIN(10A+5A+204)
FRONT_VIEW ¥ 405 x40 [DWN [T PART N0.2BA3014-VO7NO2H |
XX 403 xx -+1° |CHKD|Cerry SCALE 2:1 |UNIT: ' mm @ =7
XXX 402 APVD [ Williom [SIZE: A3 |SHEET:1 OF 1|REV: A
CUSTOMER COPY
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