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REVJECN NO OR DESCRIPTION | REVISED | DATE
A |PDR NO A211125_ 1A Jun | 20220606
B |ECN NO.5202207-C06 | Jun __ |2022.10.19
NOTES:
1. TEST CONDITIONS:
2-1. CONDUCTANCE RESISTANCE 20m Ohm Max.
2-2. H-POT TEST 500VAC,0.5mA(1SEC)
2-3. INSULATION RESISTANCE: 100M Ohm  Min. BY 500 VDC
2. SPECIFICATIONS:SEE "BA SERIES SPECIFICATIONS”.
3. T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
4. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:
T
(@]
-—t e
N
L o -
135 & O s
17.9 <
— 3.0
437, S
n L | Loup cLue 1 [ny/A BLACK
40 | L Gold Flash PLATING
D | FEMALE PIN 2 |BRASS OVER NICKEL PLATING
Gold TTash PLATING
A\ ¢ | FEMALE PIN 5 [BRASS OVER NICKEL PLATING
Gold Flosh PLATING
B | FEMALE PIN 2 |BRASS OVER NICKEL PLATING
A | FEMALE BODY 1 | THERMOPLASTIC BLACK
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UNLESS OTHERWISE é% Suzhou Singatron Auto Electronics CO.,LTD.
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