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SPECIFICATIONS:
(B) 1. ELECTRICAL CHARACTERISTICS:
24.6) _ 10.8, 1—1. RATING: 55V DC 30A
_ 1—2. CONTACT RESISTANCE: 5.0mQ MAX.(PIN+/PIN— INITIAL PRE PIN)
1—3. CONTACT RESISTANCE: 10mQ MAX.(SIGNAL PIN INITIAL PRE PIN)
it 2. MECHANICAL CHARACTERISTICS:
Q M NYNNDD A5 2—1. INSERTION FORCE : 3.0 + 2KGF (INITIAL)
INi —17 a_ 2-2. WITHDRAWAL FORCE :3.0 + 2KGF (INITIAL)
C1.5%4.0 5% 7] o) 3. LIFE TEST: 1,000 CYCLES MIN.
4. OTHER GENERAL SPEC. TO REFER "2BA3029”
h 5. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
« 6. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [cr_rass]
S
& C [SIGNAL 5 | BRASS SILVER PLATING
B [SPRING 2 [ COPPER ALLOY GOLD FLASH
With Liquid Gl A |HOUSING 1| PA66+GF BLACK
I que e NO|  DESCRIPTION _|Q7Y VATERIAL PLATING & COLOR | —
UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
SPECIFED TOLERANCES V) (EEZBEAR(HETBRINE]
DECIMALS: ~ ANGLES: |TiTLE BATTERY CONNECTOR
X  :#05 X :32° [DWN[Yang |PART NO.2BA3029—WO7RO2F
XX 0.3 XX:t1" [CHKD|Harlen |SCALE 1:1 [UNIT. mm [@& =3
XXX :20.2 APVD|Steve  |SIZE: A3 |SHEET:1 OF 1|REV:A
CUSTOMER COPY
1 2 3 4 4 5 6 7 | 8 mmmocs




