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REVECN _NO_OR DESCRIPTION | REVISED | DATE
A |PDR _NO:A190419—-2A JIT 2019.12.03

SPECIFICATIONS:
I. ELECIRICAL CHARACTERISTICS: —
1=1. RATING:DC60V,32A  PEAK45A.
1-2. CONTACT RESISTANCE: DISCHARGE PIN:2mf) MAX.
1=3. DIELECIRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE.
T—4. INSULATION RESISTANCE: 50M 2 MIN. MEASURED BY 500 VDC =
2. MECHANICAL CHARACTERISTICS:
2—1. INSERTION/WITHDRAWL FORCE : 0.6 kgf Min. (INITIAL)
TEMPERATURE RISE CAN'T EXCEED 50°C (ONLY FOR CONNECTOR SIDF)
. LIFE TEST: 5000 CYCLES MIN. -

TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
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6. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:
7. MATCH WITH SINGATRON BATTERY MALE CONN.2BW3100 SERIES.
8. WATERPROOF LEVEL: IP56 D
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Note: All Outerlines Draft Angle:2"Max.
C
Gold Flash PLATING
i PINZ 0 BfAss OVER Ni 50u” Min.
E GLUE 1 / BLACK —
D 0—-RING 1 SILICONE BLUE
Gold Flash PLATING
C| SPRING 2 | COPPER ALLOY OVER Ni 50u” Min. .
B| FEMALE PINT 2| sRass S0, fuash PATING
A HOUSING 1| THERMOPLASTIC BLACK
NO DESCRIPTION QrY MATERIAL PLATING & COLORp—
UNLESS OTHERWISE @ Singatron Enterprise Co., Ltd.
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