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RED(26AWG,PVC) ¢

BLACK(26AWG,PVC) b

BLUE(26AWG,PVC) q

RED(14AWG,SILICONE)

BLACK(14AWG,SILICONE)
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SPECIFICATIONS:

1. ELECTRICAL CHARACTERISTICS:

REVIECN NO OR DESCRIPTION

REVISED | DATE

A |PDR NO:AZ10219—1A

Jy 2021.12.16

1=1. RATING:DC48V,204

1=2. CONTACT RESISTANCE: 20mn MAX.(FOR CONNECTOR)
1=3. DIELECIRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE.
1=4. INSULATION RESISTANCE: 50M 2 MIN. MEASURED BY 500 VDC

2. MECHANICAL CHARACTERISTICS:
2—1. INSERTION,/WITHDRAWL FORCE : 6N~60N

TEMPERATURE RISE CAN'T EXCEED 30°C (FOR CONNECTOR)
LIFE TEST: 1500 CYCLES MIN.
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HR#E 52012V-TBE [IN PLATED

HOUSING

HR#&E B2011HVB-2X02P WHITE

OVERMOLD

PVC BLACK —

WIRE

26AWG,UL10368 BLACK&BLUE&RED

WIRE

14AWG,ULS135 BLACK&RED
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% Suzhou Singatron Auto Electronics CO.,LTD.
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