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B O | HEAT SHRINK TUBE] 1 AR BLACK AU
_AVEW N | HEAT SHRINK TUBE| 3 515 125 300V BLACK
W W= ) ] BBS—_01-05048 WHITE
i % | 7 BBS—_01-_0504A WHITE
K 5% 0 7 DJ211—45A N/A
J 58 | 1 DJ221—45A N/A
] 7 1 | NORKING-P1—D6000SCK—W WHITE 7
n p—— 5201 H HOUSING 7 | 3204A1002(P4—D70008-B1) BLACK
3 GREEN 0.2mm? 3 G TERMINAL 3 NORKING:D/70008KS—2 N/A —
2 YELLOW 0.2mm’ | SPECIFICATIONS: F | HEAT SHRINK TUBE] 5 2BEE BLACK
1 RED 0.2mm? 2 1. ELECTRICAL CHARACTERISTICS: £ CABLE ! 0.2mm*3C+1.5mm*2C BLACK
- BLACK 1 5o DJ211 1=1. RATING:DC48Y. 204 D CASKET ] RUBBER BLACK
CONN. 1 WIRE_SPEC. CONN.2 1-2. CONTACT RESISTANCE: 20mf MAX.(FOR CONNECTOR) C | SiGNAL TERMINAL |3 BRASS Ni_ PLATING
PIN OUT 1-3. DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE. [ B | POWER TERMINAL | 2 BRASS Ni PLATING
1-4. INSULATION RESISTANCE: 50M  MIN. MEASURED BY 500 VOC P UG \ B p—— e
2. MECHANICAL CHARACTERISTICS:
21 \ZMW\«N\QZ\§NIQ\§<§ FORCE - 6N~60N NO DESCRIPTION Qry MATERIAL PLATING & COLORp—
3. TEMPERATURE RISE CAN'T EXCEED 30°C (FOR CONNECTOR) UNLESS OTHERWISE % Suzhou Singatron Auto Electronics €O, LTD.
o LFE TEST 1500 CYALES Wi SPECIFED TOLERANCES BINMEZ IR = E T AR T
yz N 5. 70 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. mmg%mw . Uz@w w@ﬁm gsﬁ BATTERY CONN.
. 40, 42 on__|PART NO. 2BW3021—WO5R11H
e s 6. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [c.r-rass] ks s [T AT e 5
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