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With Liquid Glue
N SPECIFICATIONS:
1. ELECTRICAL CHARACTERISTICS:
5 PN 3 1—1. RATING: 55V DC 30A
= 1-2. CONTACT RESISTANCE: 5.0mQ MAX.(PIN+/PIN— INITIAL PRE PIN)
O -l O o 1-3. CONTACT RESISTANCE: 10mQ MAX.(SIGNAL PIN  INITIAL PRE PIN)
E 2. MECHANICAL CHARACTERISTICS:
f 2—1. INSERTION FORCE : 3.0 + ZKGF (INITIAL)
PIN 1 2-2. WITHDRAWAL FORCE :3.0 + 2KGF (INITIAL)
3. LIFE TEST: 1,000 CYCLES MIN.
4. OTHER GENERAL SPEC. TO REFER "2BA3030 SPEC”
5. T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
\@ 6. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [c-pass]
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CONNECTOR WIRE DIAGRAM TU2008HNO—03 PIN DEFINE FJCASKET SILICONE
E BACK COVER 1| PAG6+GF BLACK
SIGNAL 1 HE (UL1430 26AWG) P1 CAN_L D [sicnaL sPrING 5 | SUS N/A
4t (UL1430 26AWG) C |SIGNAL 5 | BRASS SILVER PLATING
SIGNAL 2 - P2 CAN_H B |SPRING 2 |COPPER ALLOY 0.8T GOLD FLASH
SIGNAL 4 e (UL1430 26AWC) p3 o o 7 [HOUSING T[7C BLACR
o e (UL1015 16AWG) NO|  DESCRIPTION Q1Y WATERIAL PLATING & COLOR
4 (UL1015 16AWG) e UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
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