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A VIEW
M SHRINK TUBE | 2 [ 125C" 300V BLACK
L SIGNAL 5 | BRASS(HBIS9—1.5b) SILVER PLATING
VYMIVDD K SHRINK TUBE | 2 [125C" 300V BLACK AU
00 DAY J LQUIED GLUE | 1 [N/A BLACK
@«z%mwf | HOUSING 1 |PAB6+30%GF(A0620NH BLACK
: | EVALE PIN PHOSPHOR BRONZE | 1~3GOLD PLATING
4 [ c5a41 OVER NICKEL PLATING
G LIQUIED GLUE | 2 | N/ BLACK
F INNER MOLD 1 | Pve 30P NATURAL
PIN(-) BLACK(16AWG) 1 E INNER MOLD 1| TPU S98A NATURAL
PIN(+) RED(16AWG) 3 D OVER MOLD 2 | Pvc 0P BLACK
Conn.? WIRE COLOR Conn.1 c SPRING 5 | PHOSPHOR BRONZE Ag mo& Min.
PIN OUT C7025-TM03 0.8T AT | Ni 20u” Min.
UL2464 (24 1P+AL)+
B CABLE 1 T4 AL (UV) BLACK (PVC JACKET)
1. WATERPROOF RATE: IP67 > — rreor s oo o
+ A
IP67: IMMERSED IN 1M WATER FOR 30 MINUTES
S TEST CONDITIONS. %Rm%wwmmgmmz Qry mzzmak — P\émo @mmgx [
2—1. CONTACT RESISTANCE: 3 Ohm Max. 'ngatren Enterprise Lo., :
2-2. HI-POT TEST 1000VAC, 5mA(1SEC) SPECIFED TOLERANCES % (S E A TR 5]
2-3. INSULATION RESISTANCE: 100M Ohm Min. BY 500V DC DECIMALS:  ANGLES: |TITLE | BATTERY CONNECTOR+WIRE
4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. X 403 X +1° [DWN | JF PART NO.2BW3031-W04903H
. . . A 5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [ar-rass] XX :#0.2 XX :+0.5[CHKD| Cerry |[SCALE 1.7 JUNT. mm | @ <%
pj%mmﬁa@s@% pjkwm%@%am 6. ©® REPRESENT CRITICAL DIMENSIONS. XXX 40,1 APVD| Wiliiom |SIZE: A3 |SHEET:1 OF I|REV: 4
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