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SPECIFICATIONS: QJ-V D | WIRE 1 {UL10064428AWG(VW—1/105" 30V BLACK
1. BATTERY AND WIRE SPEC: C [WRE 1 UUOOB4#28AWC<VW4/WO5‘.30\/ RED B
1—1.RATING:3.3V OR 5.0V/0.4A; 5 | WIRE TO BOARD CONN. J [PHOSPHOR BRONZE C/F 0.5u
1-2.DIELECTRIC WITHSTANING VOLTAGE:500V AC FOR ONE MINUTE. (20) (ACESS0285-003HOHT-001f 7 {NYLONG6 UL94V-0 BLACK
1-3 CONTACT RESISTANCE:50m0 MAX.(ONLY FOR BAUERY) A | STYLUS CHARGER 1 |TO SEE SINGATRON STYLUS CHARGER P/N:2BA3071-013111H]
1—4.NORMAL FORCE 80gf (FOR WORKING TRAVEL 0.65mm) = ZCA STYLUS CHARGER WIRE NOJ DESCRIFTION ary MATERIAL | PLATING & COLOR —
1=5.LIFT TEST:5000 CYCLES MIN, S| W Reves UNLESS OTHERWISE @ Singatron Enterprise Co., Ltd.
T A FAS /\E
2. OTHER GENERAL SPEC. TO REFER "2BW3071-012111F SPEC™ SPECIFED TOLERANCES (EE LR IHIRAT]
3. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. LABEL DECIMALS:  ANGLES: |TITLE STYLUS CHARGER WIRE
4. HALOGEN FREE PRODUCT IDENTIFICATION MARK ON PRODUCT: (O) — X 405 X +2 [DWN| vizhoy |PART NO. 2BW3071—012111F | A
5. HALOGEN FREE PRODUCT IDENTIFICATION LOGO ON PACKAGING: (e} 0"asr, [ &R XX 403 XX:#1" [CHKD| Spring |SCALE: ——JUNIT. mm | @ =
6. PRINTED DATE CODE” WMMBD ” ON TOP OF CONNECTOR. XXX 40.2 AP liao  |SIZE: A3 |SHEET:1 OF 1|REV:B
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