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05 WIRE DIAGRAM
WIRE TO BOARD WIRE BATTERY
7.60 CONNECTOR <i
4.70
— DATE COOE 005 © POS. 1 RED (UL10064 28AWG) POWER
YMD OR YYMMDD ' : POS.2 BROWN (UL10064 2BAWC) DETECT
N £0S.3 BLACK (UL100D64 2BAWG) GND
— - o
REMOVE CAP BEFORE ASSEMBLY J=.= z B 0w TATE
o [ H [V /17 7
] G |HEAT SHRINK TUBE | 1 | 15(125'300v) wWi-1 BLACK -
. =10 F [HEAT sHRINK TUBE | 3 [o1628 BLACK
SPECIFICATIONS: F|WRE 1 | UL10064#28AWG (W—1/105".30V) BROWN
1. BATTERY AND .W/RE SPEC: ) D |WRE 1 UL10064#28AWG (W~1/105" 30V) BLACK
B 1=1.RATING:3.3V OR 5.0v/0.4A, @{» C [wre 1 [ uL1oo64ézamc (w-1/105'.30v) RED
1-2.DIELECTRIC WITHSTANING VOLTAGE:500V AC FOR ONE MINUTE. (20) WIRE 0 BOARD CONN.| 3 |PHOSPHOR BRONZE G/F 050
1-3.CONTACT RESISTANCE:50mfl MAX.(ONLY FOR BATTERY) b (ACES50285-003H0H1-001) | 7 [NYLON66 UL94V-0 BLACK
1—4.NORMAL FORCE 80gf (FOR WORKING TRAVEL 0.65mm) A | smius cHARGER 1 |70 SEE SINGATRON STYLUS CHARGER P/N:2BA3071-013111F
—] 1=0.LIFT TEST:5000 CYCLES MIN..- . | | zBP STYLUS CHARGER WIRE NO | DESCRIPTION Qry MATERIAL | PLATING & COLOR _}—
3. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.  “~| | v\ /uM,/DD SPECIFED. TOLERANCES TR S
4. HALOGEN FREE PRODUCT IDENTIFICATION MARK ON PR’ODUCT:@ DECIVALS: ANGLES:
5. HALOGEN FREE PRODUCT IDENTIFICATION LOGO ON PACKAGING: ‘ CE] STYLUS CHARCER VIR
A | 6 PRINTED DATE CODE” YWMBO ” ON TOP OF CONNECTOR. LABEL N Ung/?TWSOW_O%@I“F
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