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$25.4-94

$20.5

B\ NOTES:

Owith Liquid Glue

1. WATERPROOF RATE: IP66/IP67
2. ELECTRICAL CHARACTERISTICS
TEMPERATURE RANGE: —=40°C TO +100°C
CURRENT RATING: 20A+5A
DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE
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. SPECIFICATIONS: SEE "CIRCULAR SERIES SPECIFICATIONS”.

. TO CONFORM TO ROHS REQUIREMENT AND REACH REGULATION
. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:[c.p.pass]
. FOR PANEL THICKNESS MAX OF 3.5mm
. NON—-HUMAN FACTORS CASE SERVICE LIFE IS 5 YEARS
. TORQUE FORCE: 0.8~1.0N.m

FEMALE PIN

4 |Phosphor Bronze

6u” GOLD PLATING
OVER NICKEL PLATING

LIQUID GLUE

N/A

BLACK

NUT

1 INYLON+33%GF

BLACK

GASKET

EPDM

BLACK
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FEMALE PIN

2 |Phosphor Bronze

1~3u" GOLD PLATING
OVER NICKEL PLATING

A BODY

1 INYLON+33%GF

BLACK
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QTY MATERIAL

PLATING & COLOR

UNLESS OTHERWISE
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