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1. ELECTRICAL CHARACTERISTICS: NO | DESCRIPTION Q7Y MATERIAL PLATING & COLOR
1—=1. INPUT VOLTAGE: 10V~32V UNLESS OTHERWISE % Suzhou Singatron Electronics CO.,LTD.
1-2. OUTPUT VOLTAGE: 4.55V~5.25V m | SPECIFED TOLERANCES BRI s SEmETFERAS]
I=3. MAXIMUM OUTPUT CURRENT: 4.6A(2.4A+2.4A . A WATERPROOF USB_CAR CHARGER 12V—24V 4.83
1-4. OPERATING TEMPERATURE: —20°C~+50°C DECIMALS:— ANGLES: 1TITLE | NoRiar| v J OSFD SPRING CAP
2. LIFE TEST: 5,000 CYCLES. X 405 x :+2° [DWN |RZ PART NO.2CH3002—W05505H
3. RoHS COMPLIANT CONN WIRE PORT 1 | PORT 2 | XX 0.3 XX:21" [cAxD[Jun SCALE 1.1 [UNIT. _mm | @ <%
4. NORMALLY CLOSED SPRING CAP Q SED T Q 5 XXX :40.2 APVD [JF SIZE. A3 |SHEET:1 OF I|REV: A
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