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WITH LIQUID GLUE .
Conn.
WATERPROOF RATE: IP67
NOTES:
1. ELECTRICAL CHARACTERISTICS:
11 CURRENT RATING: 10 AMPS.
1-2 CONTACT RESISTANCE: 1 Ohm Max. c
. 1-3 INSULATION RESISTANCE: 100 MOhm Min. at 500VDC. J [WATERPROOF CAP ] 1 |P/N:2CM3000-W0000 BLACK
WHITE 2" 1—4 BREAKDOWN VOLTAGE: 1000 VAC PER MINUTE. | [CORD END TERMINAL| 2 [P/N: KST-E0508 WHITE
BLACK S 2. MECHANICAL CHARACTERISTICS: . H [ HEAT SHRINK TUBE [ 1 [#3.0 BLACK
PIN OUT o OPERATING. TEVPERATURE. m HEAT SHRINK TUBE w NN.M wgmv%x
—40°C~90'C(FOR PANEL CONN.&WATERPROOF CAP) LIQUID_GLUE ——— —
~30°C~85°C(FOR WIRE) D f NUT i
3-2 SEALING REQUIREMENTS: IPS7. C CASKET !_|EPDM BLACK B
LIFE TEST: 1,000 CYCLES MIN. 6u” GOLD PLATING
FOR PANEL THICKNESS MAX OF 3.5mm. B MALE PN 2 [BRASS OVER NICKEL PLATING
OTHER GENERAL SPEC. TO REFER'CIRCULAR SERIES A | BODY 1 |PAGG+CF BLACK
GENERAL SPEC”. NO| DESCRPTON __|aTv MATERIAL PLATING & COLOR  |—
_ FOR TECHNICAL DATA REFER TO YOUR LOCAL SINGATRON UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
wﬂom%mzpmm@mwhww%ﬂ%fmz.? FOR REFERENCE ONLY DPECIED TOLERANCES % S =R E R o
. . CIRCULAR MIDDLE SIZE(SOLDER TYPE
UNLFSS OTHERWISE STATED. DECIMALS: — ANGLES: |TITLE | maLE” CONN. MALE 2 m\zz%v /
T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE X 405 X £ |DWN|JF PART NO.2CM3002-W02401H | a
FREE SPEC. XX :£0.3 XX :£1" [CHKD| Yang |SCALE 21 JUNIT. _mm | @ &%
PIN ASSIGNMENTS ~ [RECOMMENDED PANEL CUT-O0UT 10" Rous LagEL ON PACKAGING: [ROHS] XXX 40.2 APVD| Harlen |SIZE: A3 |SHEET.1T OF T|REV: A
FRONT VIEW CUSTOMER COPY
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