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REV.JECN NO OR DESCRIPTION |REVISED | DATE
A |PDR NO.:5130424-28B JF 015.11.11

250415 18.0
1043 L—13/16"=28UNS
!; >
| o
=
Stripped and Tinned*?
YELLOW/GREEN WIRE |
265+15
Conn.
WATERPROOF RATE: P67
NOTES:
1. WATERPROOF RATE: P67
IP67: IMMERSED IN 1M WATER FOR 30 MINUTES
2. CURRENT RATING: 16A
3 YELLOW/CREEN | 3 3. SPECIFICATIONS:SEE "CIRCULAR SERIES SPECIFICATIONS”.
J— BLUE 2 4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
P— BROWN 7 5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:[cp-rass]
TERMINAL WIRE COLOR | conn. 6. FOR PANEL THICKNESS MAX OF 3.5mm
PIN OUT ——————— -
@Q_% | D[ TERMINAL 1 [#4.5%¢8.0 TIN PLATING
/ 7 C WIRE 3 UL 1007 16AWG SEE PIN OUT
B | HEAT SHRINK TUBE | 4 [#4.0 BLACK
7 A | PANEL CONN. 1 [P /N:2CM3002-W03600 BLACK
T NO|  DESCRIPTION QrY MATERIAL PLATING & COLOR
7 UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
7 SPECIFED TOLERANCES % 1= 2R T BR LY 5]
pEcmALs:  ANGLES: [ Timie | G e et Y 0 TYPE)
19.6 7 X 405 x x20 [DwN | UF PART NO.2CM3002-W03610H
7 XX 203 XX:£1" |CHKD| Harlen |SCALE 2:1 JUNIT: mm | @& =%
PIN_ASSIGNMENTS RECOMMENDED PANEL CUT_OUT XXX 402 APVD| Quan  |SIZE: A3 |SHEET:1 OF 1|REV: A
FRONT_VIEW | CUSTOMER COPY
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