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WATERPROOF RATE: P67

cus P/N SINGATRON P/N CABLE LENGTH K [ STANLESS STELL BRAID] 1 |STAINLESS STEEL N/A
— J | ACETATE TAPE 2 | W20 T0.18 BLACK
216FK02FL75 [ 2CM3004—-WOSE1 1H L=7500+200mm THEAT SHRNK 0B T2 Ta8.0 SLACK .
216FK02FLO6 | 2CM3004—-WOSE12H L=6000£200mm ULo464
H | CABLE 1 244+1P(CAT5E)+AL (UV) BLACK(PVC JACKET)
5 WHITE 5 216FK02FL45 [ 2CM3004—-WOSE13H L=4500+100mm TR oD BT TR
4 GREEN 4 216FK02FLO3 [ 2CM3004—-WOSE14H L=3000+100mm F [OVER MOLD 2 |PVC BLACK |
3 —_ 3 — E |0O—RING 2 |EPDM BLACK
T 216FK02FL15 [ 2CM3004—-WOSE15H L=1500+50mm TLock 107 S TNLONTGF Sk
1 — ! 6u” GOLD PLATING
CONN2] WIRE COLOR|CONNT/ C |FEMALE PIN 4 |COPPER ALLOY OVER NICKEL PLATING|B
PIN OUT 1~3u”" GOLD PLATING
B | FEMALE PIN 6 |COPPER ALLOY
CONNT&2. OVER NICKEL PLATING
NOTES: A |BODY 2 |NYLON+GF BLACK
: S B
L WAERPROOF RATE. P67 NO| DESCRPTION __ |QTY VATERAL PLATING & COLOR
UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
2. ELECTRICAL CHARACTERISTICS A \ SPECIFED TOLERANCES EEFERDTTERINE
CURRENT RATING: 20+2A(ONLY CONN. : . SRCULAR MDOLE <2 (P67 ook Ve
3. SPECIFICATIONS:SEE CIRCULAR SERIES SPECIFICATIONS”. DECIMALS:  ANGLES: | TITLE | FEMALE CONN. FEMALE PIN (5+2)PiN(20+24)
4. T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. X e X w“&v uﬁ ——PART ﬁ.wﬁ%&é&%ﬁ A
5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [c-pass] VR o arien ] ._mm
Pin_Assignments XXX :£+0.2 APVD | Quan SIZE: A2 |SHEET:1 OF 1|REV: A
Front View CUSTOMER COPY
1 _ 2 _ 3 _ 4 @ S 6 7 _ 3 A8 RD-06-043-A



