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. Ve %w_we =07, 1. WATERPROOF RATE: IP67 5
—— @'\ |1Brown 2.Blue 3Black 16A IP67: IMMERSED IN 1M WATER FOR 30 MINUTES
2. CABLE JACKET MATERIALBLACK PVC
W03600 @
, 3. TEST CONDITIONS:
3-1. CONDUCTANCE RESISTANCE: 3 Ohm MAX
3-2. HI-POT TEST 1000VAC/16A, 500VAC/5A SmA(1SEC)
UL2464 24AWG*7C+AI/My 3-3. INSULATION RESISTANCE: 100MQ MIN. BY 500V DC
W/ (U Resistant),0D=#5.0, » o
h W/ Wire Goler 3-4. OTHER GENERAL SPEC. TO REFER "CIRCULAR SERIES SPEC”.
oom3004— |-{- @+ —@ )} [1Blue 2Black 3Yellow 4Red | 5A 4. SPECIFICATIONS:SEE "CIRCULAR SERIES SPECIFICATIONS”. C
W07300 @ S.Brown 6.Green 7.White 5. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
6. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [ar.rass]
& UL2464 24AWG*BC-+AI/My F INNER_MOLD 1 |TPU NATURAL B
D AC< xmm_mﬁojﬁv_oonﬁm.h.. E OVER MOLD 1 PVC BLACK
o O Wire Color: D | O-RING 1 _|EPDM BLACK
2eM3004— |l ® 4@ |- |1.Black 2.Brown 3.White 4.Blue | OA
W08300 ﬁ o) 5.Red 6.Grey 7.Yellow 8.Green C LOCK NUT ! w”mm — BLACK B
osphor Bronze Bu” GOLD PLATED
B| FEMALE PN * 1c5210-EH 0.15T G2 | OVER NICKEL PLATING
- A | BODY 1_|PAGG BLACK
O M_w/wﬁwmmmﬁwowmww_\#gv\ NO| _DESCRIPTION __[arY MATERIAL PLATING & COLOR | —
@@& Wire Color: o UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
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W09300 ﬁ 6 5.Yellow 6.Grey 7.Pink 8.Red DECIMALS:  ANGLES: |TiTLE | GEGEAR MIDLE SZE (PT) o Lock e
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