1 3 4 @ 5 6 7 _ 8
REVJECN NO OR DESCRIPTION | REVISED
A | PDR NO. C100201_1A | Horlen
B | FON NO.:5202006-R02 | RZ
T\
1000450 59241
©
E
- A VIEW
= o))t —
CABLE
CONN. WATERPROOF RATE: IP67
@ : @
- N
=
BROWN 8 A VIEW SINGATRON LOGO
VIOLET 9
ORANGE 5
BLUE 4
GRAY 3 C
WHITE 7
GREEN ] F INNER MOLD NIES NATURAL
BLACK 6 F OVER MOLD T [Pve BLACK |
RED 2 1 blogss (2eawcrrcal
WIRE COLOR NN D CABLE ??z?osoﬁ;%v BLACK(PVC JACKET)
PIN_OUT 6u” GOLD PLATING
NOTES: C 1 FEMALE PIN 7| Phosphor Bronze OVER NICKEL PLATING| g
1. WATERPROOF RATE: IP67 :
1~3u" GOLD PLATING
IP67: IMMERSED IN 1M WATER FOR 30 MINUTES B FEMALE PIN 2| Phosphor Bronze OVER NICKEL PLATING
2. ELECTRICAL CHARACTERISTICS A BODY 1 [NYLON+GF BLACK
CURRENT RATING: 2+20A NO | DESCRIPTION ary MATERIAL PLATING & COLOR _ b—
DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
3. SPECIFICATIONS:SEE "CIRCULAR SERIES SPECIFICATIONS”. SPECIFED TOLERANCES % = e SRR A PR LS ]
CIRCULAR MIDDLE SIZE \umw
10 CONORL 10 UG WU SBSNGE ST g s [T P o o ot o
: : X 405 x +2 [DWN| p, _ |PART zgmqﬁe%%%ms A
XX 403 XX 1" [CAKD| Corpy |SCALE 11 [UNIT: _mm
Pin Assignments XXX 402 AP yiiam |SIZE: A3 |SHEET:T OF 1
Front View CUSTOMER COPY
1 _ 3 4 A W 5 6) 7 _ 3 HHRIE RD-06-043-A



