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A 1. ELECTRICAL CHARACTERISTICS: F FEMALE PIN 2 |Phosphor Bronze Ao<mvx NICKEL PLATING
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1-3 INSULATION RESISTANCE: 100 MOhm Min. at 500VDC. D CASKET M wﬁo%zm m%mm
1-4 BREAKDOWN VOLTAGE: 1000 VAC PER MINUTE. ¢ CLAMP RING B
2. ENVIRONMENTAL: 5| seaL 1 |#UP3000-wo00Z/ BLACK
2—1 OPERATING TEMPERATURE: —40°C TO +105°C. EPDM 1D:9.Omm
2-2 SEALING REQUIREMENTS: IP66/67. A SEALING NUT 1 [race BLACK
3. LFE TEST: 1,000 CYCLES MIN. NO|  DESCRIPTION QT MATERIAL PLATING & COLOR |—
4. SEAL FOR CABLE OD:2/mm~09.0mm UNLESS OTHERWISE Suzhou Singatron Auto Electronics CO.,LTD.
>. TORQUE FORCE: 0.8~1.0N.m SPECIFED TOLERANCES FINEESRE=ETHEIRAT
6. OTHER GENERAL SPEC. TO REFER’QUICK SERIES GENERAL SPEC”. T CRCUR WO0LE 57 757)
7. FOR TECHNICAL DATA REFER TO YOUR LOCAL SINGATRON ELECTRONICS SALES OFFICE. : o |TITLE | FEMALE CONN. FEMALE 2 PIN LOCK TYPE
8. ALL DIMENSIONS ARE NOMINAL FOR REFERENCE ONLY UNLESS OTHERWISE STATED. X 205 x 2 |DWN] (£ [PART N0.2CM3032-W02408H |
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