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NOTES:
1 ELECTRICAL CHARACTERISTICS:

1—1 CONTACT RESISTANCE: 20 mOhm Max.

1—2 INSULATION RESISTANCE: 100 MOhm Min. at 500VDC.
1—-3 BREAKDOWN VOLTAGE: 1000 VAC PER MINUTE.

1—4 CURRENT RATING:250V AC/DC 10A
. SEAL FOR CABLE OD:#6mm~@#8mm
. SEALING REQUIREMENTS: IP66/67.
. SPECIFICATIONS:SEE "CIRCULAR SERIES SPECIFICATIONS”.
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. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:[Roms].

REV.

ECN NO OR DESCRIPTION | REVISED | DATE

PDR NO.:5160701—4A

Vicky 2016.07.04

®
J SCREW 2 | SUS 304 N/A
| LIQUID GLUE 1 IN/A N/A
H 0—-RING 1 |EPDM BLACK
G BODY 1 |NYLON+30%GF BLACK
F | FeEMALE PIN 2 |Phosphor Bronze wﬁh\m%ﬂ%xmﬁﬁ%_zo
E LOCK NUT 1 |NYLON+33%GF BLACK
D GASKET 1 |SILICONE BLACK
C CLAMP RING 1 |PC EXL 9330 BLACK
B SEAL 1 |EPDM BLACK
A SEALING NUT 1 |PA66 FR370 BLACK
NO DESCRIPTION QTY MATERIAL PLATING & COLOR }—
UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
SPECIFED TOLERANCES 1EFZFERI T BRALNE]
CIRCULAR MIDDLE SIZE (P67
DECIMALS: ~ ANGLES: |TITLE | FeMaLE CONN. FEMALE 2 PIN LOCK TYPE

X 205 X 7
XX 03 XX:A1°
XXX :£0.2

DWN

Vicky |PART NO.2CM3032-W02409H

CHKD| Harlen |SCALE 2:1

UNIT: mm | & =3

APVD| Steve |SIZE: A3
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