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A_| PDR NO..ST40410-2C | Shawn _|201408.06
B [ECN NO.ST41261 A\ | LN [20150407
w\%\ \
f!’ X
] \
VW @ WITH LIGUD GLUE
(48)
N
- - T
S
NOTES:
" ETT CURRENT RATNG: 40 AUPS e B
- : : - 1_[SILICONE RED
1-2 CONTACT RESISTANCE: 30 mOhm Max. M mohﬂzo T IPAGE4CE BLACK
1-3 INSULATION RESISTANCE: 100 MOhm Min. at 500VDC. o0 P
1—4 BREAKDOWN VOLTAGE: 1000 VAC PER MINUTE. MALE PIN 2 |BRASS
2. MECHANICAL CHARACTERISTICS: i OVER NICKEL PLATING
|||||||||||||||| 2-1 TIGHTENING TORQUES: 1.0~1.2Nm(8.85~10.62Ibf.in.). E | LOCK NUT 1| PAB6+GF BLACK
K 2-2 MECHANICAL CHARACTERISTICS:CONTACT ACCOMMODATION:12~16 AWG. D | GASKET 1_[SILICONE BLACK
| 3. ENVIRONMENTAL: C | CLAMP RING 1 |PC BLACK
| 3-1 OPERATING TEMPERATURE: —40'C TO +105°C. B SEAL E BLACK
! 3-2 SEALING REQUIREMENTS: IP66/IP67. A | SEAUNG NUT | 1 [PA66 BLACK
| 4 SEAL FOR CABLE 0D:#6.0mm~¢10.0mm. NO | _DESCRIPTION __[QrY MATERIAL PLATING & COLOR | —
| 5. LIFE TEST: 1,000 CYCLES MIN. UNLESS. OTHERWISE Snaatror Emterorice Co- Lid
| 6. OTHER GENERAL SPEC TO REFER’CIRCULAR SERIES GENERAL SPEC”. SPECIFED TOLERANCES % e e e e f N e B ]
| 7. FOR TECHNICAL DATA REFER TO YOUR LOCAL SINGATRON ELECTRONICS SALES OFFICE. e e S
| 8. ALL DIMENSIONS ARE NOMINAL FOR REFERENCE ONLY UNLESS OTHERWISE STATED. DECIMALS: ~ ANGLES: |TITLE | GIRCULAR MIBDLE, SIZE (167) AsScuiL
9. TO CONFORM TO ROHS REQUIREMENT AND REACH REGULATION. . 4o
_ X 405 X :£2° [DWN PART NO.2CM3036-W02MOOH
| 10. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGINGL:[er-rass]. XX 403 XX41 |CHKD VE SCALE 21 [UNT: mm | @ =
Pin_Assignments | 11. NON-HUMAN FACTORS CASE SERVICE LIFE IS 5 YEARS XXX 402 — . -
tssi | XX :£0.2 APVD| Harlen |SIZE: A3 _|SHEET:1 OF 1|REV: B
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