1 2 3 4 {—} 5 6 7 8
| = REVJECN NO OR DESCRIPTION | REVISED | DATE
‘ = A [PDR NO:T180716—2A 7T 2019.05.14
~
\ F
‘ SECTION A-A
RECOMMENDED PANEL CUT-OUT SCALE 21
FOR PANEL THICKNESS Max. OF 3.2mm|
[ FUR PAREL TRILARESS Max.  UF 2.2 .
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MATCHING TO CVILUX €122 SERIES WAFER g/ 1 @é
1545 g CONN ¢
| (50) WATERPROOF RATE: P67
FFX40—Gas—Cable C
DC301074350U REV:0.1
NOTES:
e (GND) = 1. ELECTRICAL CHARACTERISTICS: LABEL DETALL —
T > 1-1 CURRENT RATING: 2 AMPS. -
RED (vcc) 1 t% \CN%NUTQCT\TONRE?ESS@/SNECS ?&? MMoghx' Min. ot 500VDC L UoE | {Lo0mwio WHITE
WIRE_COLOR CONN 1 BREAKDOWN VOLTAGE: 500 VAC PE”% M“”N'U% : £ HOUSING+PIN 1 [4PIN CVILUX C1220450000) WHITE
PIN_OUT - : ‘ D | WRE 4 [ULT007 24AWG N/A
2. MECHANICAL CHARACTERISTICS: B
TIGHTENING TORQUES: 0.8~1.0Nm(7.08~8.85Ibf in.) C_JAcetate Cloth Tape | 1 ]70.12mm BLACK
3. ENVIRONMENTAL: B [HEAT SHRINK TUBE | 4 [91.5 125 300V BLACK
3-1 OPERATING TEMPERATURE: —40°C TO +105'C(PANEL). A CONNECTOR 1 [P/N:2CN3002—W04200 BLACK
3-2 SEALING REQUIREMENTS: IP67. NO| DESCRIPTION QT MATERIAL PLATING & COLOR  }—
4. LIFE TEST: 1,000 CYCLES MIN. UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
5. OTHER GENERAL SPEC TO REFER'CIRCULAR SERIES GENERAL SPEC”. SPECIFED TOLERANCES 1= 2RSS BR N =]
6. FOR TECHNICAL DATA REFER TO YOUR LOCAL SINGATRON ELECTRONICS SALES OFFICE.  [prpmre oo |7 | ORCULAR W] SIZE [SOLDER/LOCK TVFE)
7. ALL DIMENSIONS ARE NOMINAL FOR REFERENCE ONLY UNLESS OTHERWISE STATED. : : MALE CONN. MALE 4PIN (2A)
8. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. X 05 X 220 [DWN [ JTT PART_NO.2CN3002-W04203H | o
9. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [e:r-rass] XX 0.3 XX 217 |cHKD| Cerry  |SCALE 2:1 [UNIT:  mm | @ 3
PIN_ASSIGNMENTS XXX 40.0 APVD | William |SIZE: A3 |SHEET:1 OF 1|REV: A
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