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ECB LAYOUT E | LQUDGLUE |1 [N/A BLACK
D | NUT 1 |PAG6+GF BLACK
1NOvTv/E§:ERPR00F RATE: IP67 C | CASKET 1_JEPDM BLACK
" IP67: IMMERSED IN 1M WATER FOR 30 MINUTES B MALE PIN 12 |BRASS gl\l;'ERG%ngKEkAFIERTlNG
2. ELECTRICAL CHARACTERISTICS
TEMPERATURE RANGE: —40°C TO +100°C A BODY 1 |PAB6+GF BLACK
CURRENT RATING: 2A NO | DESCRIPTON __[QTY MATERIAL PLATING & COLOR |—
DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE UNLESS OTHERWISE : )
3. SPECIFICATIONS: SEE "CIRCULAR SERIES SPECIFICATIONS”. SPECIFED TOLERANCES Singatron Enterprise Co., Ltd.
4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. . . CIRCULAR STANDARD SIZE_(PCB,/LOCK TYPE)
5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:[=rass] DECMALS:  ANGLES: [TILE |l TR A 5h
6. FOR PANEL THICKNESS MAX OF 4.0mm X  :405 X :+2° |[DWN | F  |PART NO.2CT3000-W12201H
PIN_ASSIGNMENTS XX :203 XX:%1" [CHKD| Harlen [SCALE 2:1 [UNIT: mm [ & =%
FRONT VIEW XXX :20.2 APVD| Steve |SIZE: A3 |SHEET-1 OF 1 |REV: A
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