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P/N:|  2CT3002-W06300 2CT3002-W05300 2CT3002-W04300 REV.JECN NO OR DESCRIPTION | REVISED | DATE
B | PDR NO.T091106—3A/3C| Harlen [201001.16
C | ECN NO.S110852 Shawn_[2011,09.02
D | ECN NO..S121109 YE 20140326
. \OTES: E | ECN NO.S161010-C | JF_ |2016.10.11
. 1. WATERPROOF RATE: IP67
. IP67: IMMERSED IN 1M WATER FOR 30 MINUTES
2. ELECTRICAL CHARACTERISTICS
TEMPERATURE RANGE: —40°C TO +100°C
|| CURRENT RATING: 5A
DIELECTRIC! WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE
PIN_ASSIGNMENTS PIN_ASSIGNMENTS PIN_ASSIGNMENTS - o 3. SPECIFICATIONS:SEE “CIRCULAR SERIES SPECIFICATIONS”.
FRONT VIEW FRONT VIEW FRONT VIEW S : — = 4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE ‘SPEC.
N 2 5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [ez-rass]
P/N:| 2CT3002-W02300 A\ |  2CT3002-W03300 A\ | 6. FOR PANEL-THICKNESSMAX--OF 4.0mm
7. ORDER INFORMATION: 2CT3002-WOX300
Fu-oc%m_ﬁ RATING 54
18 02— 2 PN
03— 3 PN
i
~ 5 PIN
WITH LIQUID GLUE oo
07— 7 PIN
08— 8 PIN

PIN ASSIGNMENTS
FRONT VIEW

PIN ASSIGNMENTS
FRONT VIEW

P/N:

2CT3002-W08300

2CT3002-W07300

E] LQUD GLUE |1 |N/A BLACK
D NUT 1 [NYLON+33%GF BLACK
C | GASKET ED BLACK
9 B| MAE PN ¥ |BRASS OVER NCKEL PLAING
A | BODY 1 |NYLON+33%GF BLACK
NO| DESCRPTON __|QTv MATERIAL PLATING & COLOR

UNLESS OTHERWISE
SPECIFED TOLERANCES
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. . CIRCULAR STANDARD, SIZE (SOLDER/LOCK TYPE,
A DECIMALS: ANGLES: |TITLE | WALE CONN. MALE «Mzmw..&p @»w. /! )
X 05 X 42 |DWN | JF PART NO.2CT3002-W0X300
o SIS O ASSCAMENTS 14.8 XX 203 XX:£1" [CHKD| Yang |SCALE 2:1 [UNT: mm | @ ==+
PIN_ASSIGNMENTS PIN_ASSIGNMENTS XXX :£0.2 APVD | Harlen |SIZE: A3 |SHEET:!1 OF 1|REV: E
FRONT VIEW FRONT VIEW RECOMMENDED PANEL CUT-OUT CUSTOMER COPY
1 _ 2 _ 3 @ 5 6 7 _ 8 288 RD-06-043-4



