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GOLD PLATING
‘I GREEN (-) P/ LA || MALE PN 2 |BRASS OVER NICKEL PLATING
_ RED (4) 2CT3004-W024C1H 1000+30 H| BODY 1_[NYLON . BLACK
2CT3004-W024C2H |  2000+50 G| CABLE g | U240 ZONGTIC T BLACK (PVC JACKET)
—| CONN2 | WRE COLOR CONN.1 +A1/My,95.0(0V) 70P
PIN OUT 2CT3004-W024C3H 3000+150 F | INNERMOD |2 |TPU NATURAL
E | OVER MOLD 2 |PVC BLACK
CONN.2 CONN.1 2CT3004-W024C4H 4000+200 D | O-RING 1_|EPDM BLACK
2CT3004-W024C5H 50004250 C | LOCK NUT 1_[NYLON BLACK
GOLD PLATING
NOTES: B | FEMALE PIN | 2 |PHOSPHOR BRONZE | ore Nioke)” PLATING
1. WATERPROOF RATE: IP67 T Booy T TNYON SLACK
, oz MNERSCD IN 1M WATER FOR 30 MINUTES NO| DESCRPTION _[QY|  MATERAL PLATING & COLOR | —
"2-1. CONDUCT RESISTANCE :3 Ohm MAX UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
2-2. HI-POT TEST 1000VAC,5mA(1SEC) SPECIFED TOLERANCES (B B EASFT PR NS
9-3. INSULATION RESISTANCE: 100MOhm MIN. BY 500 VDC DECIMALS:  ANGLES: | TiTLE | RGuk R STONARD w25y Ui o) Lock Tvee
A 3. SPECIFICATIONS:SEE "CIRCULAR SERIES SPECIFICATIONS”. X 05 x -tz |DWN| Vong ~ [PART NO.2CT3004—WoRACKH
Pin_Assignments 4. T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. XX 0.3 XX:1" [CHKD| JF  |SCALE 27 [UNT: mm | & =F
Front View 5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [ezpass] XXX :£0.2 APV | Steve |SIZE- A5 ISHEET-T OF 1IREVA
CUSTOMER COPY
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