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REV.JECN NO OR DESCRIPTION | REVISED | DATE
A |PDR NO..S101008—1A LLY 2010.12.23
B [ECN N0.S121237 A\ | U 2012.12.18
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CONN. WATERPROOF RATE: IP66
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BLACK S
1 P/N CABLE L(mm) H SHRINK TUBE 1 [62.0¥20MM(125" 300V) BLACK
DRAIN
UL2464 26AWG*4C+D
2CT3004-W04310 =330+ A
WIRE COLOR CONN. L=330215 G| CABLE 1 [+AL/MY4B it BLACK(PVC JACKET)
PIN OUT 2CT3004-W04313 L=3000%150 (UV RESISTANT)
2CT3004-W04314 | 1=50001250 F INNER MOLD “ TPU MQM__M»_.
CONN. _ _ E QOVER MOLD PVC
2CT3004-W04315 | L=10000+500 D O—RING T TEPDM BLACK
C LOCK NUT 1 |NYLON+33%GF BLACK
1~3u” GOLD FLASH
e B FEMALE PIN 4 [PHOSPHOR BRONZE OVER NICKEL PLATING
@ _ @ A BODY 1 [NYLON+33%GF BLACK
P _ = NOTES: NO | DESCRIPTION QrY MATERIAL PLATING & COLOR |—
@ @ 1. WATERPROOF RATE: IP66 UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
! 2. CURRENT RATING: 5A SPECIFED TOLERANCES (S R ST PR 2N =]
. ” » . . CIRCULAR STANDARD SIZE (IP66,
3. SPECIFICATIONS:SEE "CIRCULAR SERIES SPECIFICATIONS”. DECIMALS: ANGLES:  |TITLE | GRCULAR, STANDARD S %?% LocK TYPE
4, TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. X 405 X 2 [DWN] oLy PART NO.2CT3004—W0431X
b Assianments 5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [c-rass] XX £0.3 XXt [CHKD| Horlen |SCALE 2:1 [UNT: mm | @ %
Iin_Assignments .
i - hﬁ_ v XXX 0.2 APVD| Steve |SIZE: A3 |SHEET:1 OF 1|REV: B
— CUSTOMER COPY
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