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NOTES:
1. ELECTRICAL CHARACTERISTICS:
1—=1 CURRENT RATING: 10 AMPS.
1-2 CONTACT RESISTANCE: 3 Ohm Max.
1=3 INSULATION RESISTANCE: 100 MOhm Min. at 500VDC.
1—4 BREAKDOWN VOLTAGE: 1000 VAC PER MINUTE .
2. ENVIRONMENTAL:
2—1 OPERATING TEMPERATURE: —20°C TO +80°C.
2—2 SEALING REQUIREMENTS: IP67.

HU.
=) =
=
Conn.
WATERPROOF RATE: IPG7
SINGATRON LOGO
~
@) -
=
6| caBLE , [PVC ULZAG4 TBANG™4C ack(PVC JACKET)
+T(UY) 0D6.0
T |__NNER MOLD___[1_[1PU NATURAL
E | OVER MOLD HER BLACK
D | O-RING I B BLACK
C | LOCK NUT T [NYLON+ 33%GF BLACK

B FEMALE PIN

4 |PHOSPHOR BRONZE

6u” GOLD PLATING
OVER NICKEL PLATING

A BODY

1 INYLON+33%GFH

BLACK

NO DESCRIPTION

QTY

MATERIAL

PLATING & COLOR

UNLESS OTHERWISE

&

Singatron Enterprise Co., Ltd.
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