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14" GOLD PLATING
NOTES: B| FEMALE PIN 4 |Phosphor Bronze OVER NICKEL PLATING
1. WATERPROOF RATE: IP67 A | BODY 1_|NYLON+GF BLACK
IP67: IMMERSED IN 1M WATER FOR 30 MINUTES NO DESCRIPTION QTY MATERIAL PLATING & COLOR
2. TEST CONDITIONS: UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
2-1. CONDUCT RESISTANCE: 3 oA_._,\_ v SPECIFED TOLERANCES (EEE o BERRA S FT PR LN =]
2-2. HI—POT TEST 1000VAC,5mA(1SEC . ,
. DECIMALS: _ ANGLES: CIRCULAR_STANDARD SIZE_(IP67)
2-3. INSULATION RESISTANCE: 100MQ MIN. BY 500V DC . "> |TITLE | FEMALE' CONN._FEMALE 4PIN(10%) LOCK TYPE
b Assianments 2-4. OTHER GENERAL SPEC. TO REFER "CIRCULAR SERIES SPEC. o H%w w xw% DWN | Yf_ |PART NO.2CT3004—W04490H
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ot Vi 3. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. XXX 402 CHKD| Harlen [SCALE 2:1 |UNIT: _mm__ | @ &3
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