1 2 3 4 < L 5 6 7 | &

REV.JECN NO OR DESCRIPTION | REVISED | DATE
A |PDR NO..S150203—15A | Yang _ |2015.02.08
T\
180410 55.5+1
20+5 [
ﬁ 542
!{l \‘\‘\‘\‘\‘\‘\‘mwmﬂ\‘\‘\‘\‘\‘\\\\‘ E ) i | = E
o — 0f =
R o0
0| |
he M Conn. |
Stripped and Tinned*4 BOLO0 WATERPROOF RATE: IP67
D
SRy 311 =N =]
= HH
SINGATRON LOGO
BROWN 4 A VIEW
i J | JUQUED GLUE T IN/A BLACK C
BLACK 2 H [HEAT SHRINK TUBE | 4 [125C 300V BLACK
GREEN/YELLOW | 245 IEC 57 (YZW)
1 BLACK(RUBBER JACKET
WIRE COLOR CONN. NOTES: o 4*1.0mm* 0D:8.1 ( L
o ouT 1. ELECTRICAL CHARACTERISTICS: F INNER MOLD 1 [TPU NATURAL
1-1 CURRENT RATING: 10 AMPS E OVER MOLD HEE BLACK
1-2 CONTACT RESISTANCE: 1 Ohm Max. D O_RING T [0 BLACK
1-3 INSULATION RESISTANCE: 30 MOhm Min. ot 500VDC c “OCK NUT T Trieercr SLACK o
1—4 BREAKDOWN VOLTAGE: 1000 VAC PER MINUTE T
2. ENVIRONMENTAL: B FEMALE PIN 4 |COPPER ALLOY
2—1 OPERATING TEMPERATURE: —20° TO +80° OVER NICKEL PLATING
2-2 SEALING REQUIREMENTS: P67 A BODY. 1 |PABGHGE BLACK
3. OTHER GENERAL SPEC. TO REFER CIRCULAR SERIES GENERAL SPEC NO| DESCRIPTION Qry MATERIAL PLATING & COLOR _|—
4. FOR TECHNICAL DATA REFER TO YOUR LOCAL SINGATRON UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
ELECTRONICS SALES OFFICE SPECIFED TOLERANCES (== IR BR 2N =]
5. ALL DIMENSIONS ARE NOMINAL FOR REFERENCE ONLY UNLESS TTLE| CECULAR STNDARD SIZE_(E7]
OTHERWISE STATED DECIMALS: ANGLES: FEMALE CONN. FEMALE 4PIN(104) LOCK TYPE
Pin Assignments 6. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC X 405 x 420 |DWN]Yong  |PART NO.2CT3004-WO044B1H | p
. 7. GREEN PRDUCT IDENTIFICATION LABEL ON PACKAGINGSFAL [ce-rass] XX 403 XX -+10 |CHKO[JF SCALE 1:1 [UNIT: _mm__ | & =%
Front View XXX 402 APVD| Harlen |SIZE: A3 |SHEET:1 OF 1|REV:A
CUSTOMER COPY
1 2 3 _ 4 Q S 6 7 _ 38 AR RD-06-043-A



