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] g CONN. WATERPROOF RATE: IP55
YELLOW SINGATRON LOGO
Stripped and Tinned*3
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A-A SECTION
7300420 T TTia0#20 50420 L] TUBE 2 [125C 300V BLACK
K| OVER MOLD 1 |PVC BLACK
J | CORE 1 |RH 14.2923.5%7 BLACK
I | CORE 1 |K5B T16*16%8 BLACK
H | TUBE 1_[125'C 600V BLACK
L
G| CABLE : BLACK (PVC JACKET
VELLOW 4 " [(Uv RESISTANT) ( )
WHITE 3 F| INNER MODD |1 [PVC BLACK
2 E | OVER MOLD 2 _[PVC BLACK
BLACK : D | O-RING 1_|EPDM BLACK
Y E—" C | LOCK NUT 1_|PAG6+GF BLACK
o oUT 5| MAE PIN + |orass GOLD PLATING
A | BoDY 1 |PAG6+GF BLACK
= NOTES: NO| DESCRIPTION __ |QTY MATERIAL PLATING & COLOR
> 1. WATERPROOF RATE: IP55 UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
2. ELECTRICAL CHARACTERISTICS i SPECIFED TOLERANCES BT FEARSTEBRINE]
@@ TEMPERATURE RANGE: —20°C TO +80°C - . CRCULAR. STANDARD SZE (%3]
<> CURRENT RATING: 5+10A DECIMALS: ~ ANGLES: |TITLE | FEMALE CONN. MALE 2+2PIN(5+10A) LOCK TYPE
— 3. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. X 05 X :%2 [DWN [JAY _[PART NO.2CT3016-W04819H
4. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [ rass] XX 0.3 XX:t1' [CHKD| Cerry |SCALE 1:1 [UNT- mm | @& &%
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