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REV.[ECN_NO OR DESCRIPTION | REVISED | DATE
A_|[PDR NO:T110728—4A HARLEN [ 2011822
26.0502 B_| ECN NO.:S121109 ¥ 20140528
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1u” GOLD PLATING
G FEMALE PIN 3 | Phosphor Bronze OVER NICKEL PLATING
A—A SECTION
— F | PANEL BoDY | T [PAB6+30% BLACK
E | GASKET 1_[ePoM 70° BLACK
NOTES: D | SCREW 2 _[STAINLESS STEEL N/A B
1. ELECTRICAL CHARACTERISTICS C 1 DUST CAP T HYTREL 4056 BLACK
TEMPERATURE RANGE: —40°C TO +100°C 5 A BLACK
\\\\\\\\\\\\ - CURRENT RATING: 10A x F_%_%zmem A um,m o7 ELACK
| DIELECTRIC WITHSTANDING VOLTAGE: 1000V AC FOR ONE MINUTE d
| 2. SPECIFICATIONS:SEE "CIRCULAR SERIES SPECIFICATIONS". NO] DESCRIPTION  |QTY MATERIAL PLATING & COLOR —
| 3. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. | UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
| 4. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [cr-rass] SPECIFED TOLERANCES EE IR HT IR E]
| 5. W&, BRRITEELIHE Rkt & DECIMALS: ~ ANGLES: |TITLE | 3PIN POWER SOCKET(10A)
| S ATER S000CYCLES. LFE TEST OF DUST CAP WITHOUT ANY X 205 X 220 |DWN | VP |PART NO.2CT3020-WO34COH | A
7 . . . . . .
XX 0.3 XX :t1" [CHKD[Harlen |SCALE 2:1 [UN: _mm | @ 3%
PIN ASSIGNMENTS | FRACTURES OR CRACKS OF THE BAD SITUATION.
PIN ASSIGNMENTS | XXX :£0.2 APVD |Quan__|SIZE: A3_|SHEET:1_OF 1|REV:B
TRONT VIEW | CUSTOMER COPY
1 _ 3 _ 4 4 5 6 7 | 8 mmoocs




