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REV.|JECN NO OR DESCRIPTION | REVISED | DATE
D |ECN NO:S110707 HARLEN |2011.8.2
E |ECN NO.:S150330—-C Vicky 2015.03.16
F|ECN NO.:S202111-R08 R/ 2021.11.16
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H NUT 2 |STAINLESS STEEL N/A
1u” GOLD PLATING |
G| FEMALE PIN 4 | Phosphor Bronze OVER NICKEL PLATING
F PANEL BODY 1 |PAB6+30%GF BLACK
E GASKET 1 |EPDM  ADHESIVE BLACK
. D SCREW 2 |STAINLESS STEEL z\>
NOTES: . C | DUST cAP 1_|HYTREL 4056 BLACK
1. WATERPROOF RATE: B LIQUID GLUE 1 N/A BLACK
e T o A | HOUSING 1 |PA66+30%GF BLACK
CURRENT RATING: 5+ 10A @Mwmmmﬁvww\wm\w&mw QTY MATERIAL PLATING & COLOR  |—
» " Suzhou Singatron Auto Electronics CO.,LTD.
3. SPECIFICATIONS:SEE "CIRCULAR SERIES SPECIFICATIONS . % - N
SPECIFED TOLERANCES WMEZsEE NS
4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. FINE SR BEFHIRLE]
5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [a-p.rass DECIMALS: ANGLES: |TITLE | (2+2)PIN POWER SOCKET(5+10A)
6. 1Rk BRT BIBREMHE L AL E X 405 X 42 |[DWN |RZ PART NO.2CT3020-W04840
ﬁ 7. THE TORQUE OF SCREWING 3.5KGF MAX XX 403 XX :£1" |CHKD|Jun SCALE 2:1 |UNIT:  mm @& =3
PIN_ASSIGNMENTS 8. AFTER 5000 CYCLES LIFE TEST OF DUST CAP WITHOUT ANY XXX :£0.2 APVD |JF SIZE: A3 |SHEET:1 OF 1|REV: F
FRONT VIEW FRACTURES OR CRACKS OF THE BAD SITUATION. CUSTOMER COPY
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