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REV.[ECN NO OR DESCRIPTION | REVISED | DATE
A | PDR NO.:A171024-1A Vick P017.10.26

\ 50£5 5000+250 S56£1

_ _ hwm _ _

3.1

Conn.
WATERPROOF RATE: IP67
SINGATRON LOGO
A VIEW
BROWN 4
BLUE 3
BLACK 2
YELLOW /GREEN 1
245 1EC 57 (YZW
WIRE COLOR CONN. E CABLE 1 Eosswoomf ) BLACK(RUBBER JACKET)
PIN OUT D OVER MOLD 1 |Pve BLACK
C INNER MOLD 1 |TPU NATURAL
GOLD FLASH
NOTES: 5 MALE PN S OVER NICKEL PLATING
1. ENVIRONMENTAL: A BODY 1 [Pa66+GF BLACK
1-1 OPCRATING TEMPERATURE: -20° TO +80° NO|  DESCRIPTION QTY MATERIAL PLATING & COLOR  }—
Tm.mgzzo REQUIREMENTS: IP67 UNLESS OTHERWISE % Singatron Enterprise Co., Lid.
PO IMMERSED IN M WATER FOR 30 MINUTES SPECIFED TOLERANCES (S AR DT BRI
2. CURRENT RATE: 10A CIRCULAR STANDARD SIZE (IP67)
3. OTHER GENERAL SPEC. TO REFER'CIRCULAR SERIES GENERAL SPEC”. DECIMALS: ANGLES: (TITLE| vl CONN. MALE 4PIN(104) LOCK TYPE
4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC X 205 x 220 |DWN| Vicky  |PART N0.2CT3024-W04449H
- \mmﬂj%%a 5. GREEN PRDUCT IDENTIFICATION LABEL ON PACKAGINGSFAL [ar.rass] XX 303 XX :#1" [cHKD| JF SCALE 1:1 [UNIT: mm | @ =%
Pin_Assignments A
SR XXX :20.2 APVD| Steve  |SIZE: A3 |SHEET:1 OF 1]|REV: A
CUSTOMER COPY
1 2 3 4 Q S 6 7 _ 8 TR RD-06-043-4



