w 2 3 4 J L 5 6 7 | s
JECN O OR DESCRIPTION T REVISED] DATE
PDR NO..T110221—1A~4A | Glen 12011.02.0
ECN NO.S130725 YF 2014.08.13
F @\ ® ? ECN NO.:5141261 LN 20150407 |
p— [ — —
—
—
E E
C
WITH LIQUID GLUE
e
D = D
-+
+
S
[ 2C13035-W 24AWG~26AWG ]
04200H A ey
C C
2CT3033-W 24AWG~26ANG
2A NOTES:
05200H * G 7 [n/A BLACK
— oL 1. WATERPROOF RATE: IP67 LIQUID GLUE / o1
, + |BRASS u
IP67: IMMERSED IN 1M WATER FOR 30 MINUTES F MALE PIN OVER NICKEL. PLATING
? EEAELC/ggir/gﬁsiggq”?%ﬂuﬁg gg'gg/g SPECIFICATIONS” aly  OODY [ NYLON JIALE oLk
B ’ ' ' D GASKET 1 {siicone BLACK B
20T3033-W 24AWG~26AWC | 4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. T cLame PG . BLACK
7 ,
10200H 10¢ 5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING[G.P. PASS] 5T <fa T FLACK
6. ORDER INFORMATION: A SEALING NUT 1 [P BLACK
2CT3033-WxX200 NO | DESCRIPTION Q1Y WMATERIAL PLATING & COLOR  |—
L 0des19—4r 12PN UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
— DA IEANE vl aman SPECIFED TOLERANCES 1S Z B TTIRLN S
12200H 24 DECIMALS: ANGLES: |TimLE CIRCULAR STANDARD SIZE S/P67)
*12C . : MALE CONN. MALE (4~12)PIN ASSEMBLY TYPE
A X 405 X #2 [DWN | v JPART NO.2CT3033-WXX200H | o
XX :£0.3 XX :#1" [CHKD| Yang  |SCALE 2:1 [UNIT. mm | @ &%+
P/N: Pin Assignments | current| Recommended XXX :40.2 APVD| Harlen |SIZE- A3 |SHEET1 OF I|REV: C
Front View Rating | Cable AWG CUSTOMER COPY
1 I 2 3 4 ﬁ 5 6 / I 3 RHHGERD-06-043-A



