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P/N CABLE_OD. B
2CT3100-WO0147H| _ 2%93.0~94.0 F] NOT 1 [pPE BLACK
2CT3100-WOD148H| _ 4*63.0~¢4.0 E | O-RING 1_|SILICONE BLACK
D | CLAMP RING 1_|PPE BLACK B
C | CABLE SEALZ 1_|SILICONE BLACK
NOTES: B | _CABLE SEALI 1_|SILICONE BLACK
1. WATERPROOF RATE: IP6B(WHEN PROPERLY MATED) A | SEALING NUT 1_|PPE BLACK
IP68: IMMERSED IN 1M WATER FOR 24 HOURS. NO DESCRIPTION Qry MATERIAL PLATING & COLOR |—
2. TEMPERATURE RANGE:—40°C TO +100°C UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
2 AL INT
3. SEALT FOR CABLE OD:2*($3.0mmw~g4.0mm) SPECIFED TOLERANCES Eoum M&w%mwm&wmxwmfl._
SEAL2 FOR CABLE 0D:4*(¢3.0mm~94.0mm) DECIMALS: >z&mm... TITLE [(7+93,0mp4.0) OR :*a.?z.mv
4. T0 CONFORM TO THE SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. w y ..Hm.w w x.umw. DWN | LY _|PART NO.2CT3100-W0O14XH | A
5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [ez-rass XXX 02 0 [CHKD| Steve |SCALE 1:f |UNT: mm | @ &3
XX :20. APYD| Max__ |SIZE: A3 _|SHEET:1 OF 1|REV: A
CUSTOMER COPY
S 6 7 _ 8 S RD-06-043-A

|



