4 3 4 J L 5 6 7 | &
REV[ECN NO OR DESCRIPTION | REVISED | DATE
PDR NO.:A220302—2A Jun |2022.0412
100004500 47.841
8.8
- E { i H LB = o
- w.w - - 2 . :
H ) i S S
L0
[ee]
S
C
YELLOW /GREEN 3
RED )
BLACK 1
COLOF o 16A/250V BIS P
D | RI PLUG+CABLE =zt u9 BLACK
PIN OUT (=) o1 5 ? BIS
. ¢ [over Mold PVC BLACK
BIN 1 NOTES: Phosohor B (1~3)U"GOLD PLATING
1. ELECTRICAL CHARACTERISTICS B | FEMALE PIN osphor Bronze OVER NICKEL PLATING
TEMPERATURE RANGE: —40°C~60°C T FEVALE BODY IO SLACK
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Pin Assignments
Front View

2. TEST CONDITIONS:
INSULATION RESISTANCE: 100MOIMIN. BY 1000 VDC

3. OTHER GENERAL SPEC. TO REFER CIRCULAR SERIES SPEC’.

4. T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.

5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING|G.P. PASS]
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