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SPECIFICATIONS:

REV.

ECN NO OR DESCRIPTION

REVISED | DATE

PRODUCT RELEASE

HaiXi.Hu 12012.03.19

1. ELECIRICAL CHARACTERISTICS:
1=1. RATING: DC16V, 3A .
1=2. CONTACT RESISTANCE:

30mQ Max. FOR INITIAL,
100mQ Max. AFTER 5000 CYCLES.
1=3. INSULATION RESISTANCE:

2. MECHANICAL CHARACTERISTICS:
2=1. INSERTION FORCE : 3.0 KGF MAX
2-2. WITHDRAWAL FORCE :

SRS IS T NN

0.5 KGF MIN

. LIFE TEST: 5,000 CYCLES MIN.
. OTHER GENERAL SPEC. TO REFER "2DC—0005-D25F SPEC”.

TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
. HALOGEN FREE PRODUCT IDENTIFICATION MARK ON PRODUCT: @
. HALOGEN FREE  PRODUCT IDENTIFICATION LABEL ON PACKAGING:
PACKAGING: TAPE /REEL.

100MQ MIN. BY 500V DC AFTER 1 MINUTE.
1—4. DIELECTRIC WITHSTANDING VOLTAGE: 500V RMS AFTER 1 MINUTE.

SCHEMATIC

o # PN

(+)
#3 SHUNT TERMINAL

NA—L—0o # TIP SPRING (-)

PIN

COPPER ALLOY

G/F PLATING

TERMINAL

COPPER ALLOY,0.5T

G/F PLATING

SHUNT TERMINAL

COPPER ALLOY,0.5T

G/F PLATING

7IP SPRING

COPPER ALLOY,0.25T

G/F PLATING

COVER

H~THERMAL PLASTIC 307GF.,UL94V-0

BLACK COLOR

OS] ™™

BODY

HI-THERMAL PLASTIC 307GF., UL94V-0

BLACK COLOR

NO DESCRIPTION

QTY

MATERIAL

PLATING & COLOR

UNLESS OTHERWISE
SPECIFED TOLERANCES

Singatron Enterprise Co., Ltd.
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