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: == 2. LOAD SIDE CAPACITANCE:4.7uF*4PIN.
3. MATING FORCE:0.4Kg~3.0Kg; E
w UN—MATING FORCE:0.4Kg~3.0Kg.
ol 2 1.7 4. INSULATION RESISTANCE BETWEEN ANY ADJACENT TERMINALS SHALL NOT
o @) 8.2 = I BE LESS THAN 100 MEGOHMS BY 500V.
M / =1 mw%:ﬁ _ 5. JACK SHALL WITHSTANDING 250V BETWEEN ANY ADJACENTS FOR 1 MINUTE.
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- I S IN | TEMPERATURE:5°~35°;
IS - O , ™ RELATIVE HUMIDITY:40%~85%.
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Z | 5 — 9.1 HUMIDITY TEST:HUMIDITY 90%~95% TEMPERATURE 40°+2° FOR D
, ol 7 | 2.0 4.0 96 HOURS.
7 SECTION A—A — 3PLC 9.2 HEAT TEST:-TEMPERATURE 70°+2'(HUMIDITY BELOW 50%) FOR
10.3 96 HOURS.
r—— = = — = — — — — - 9.3 COLD TEST:-TEMPERATURE —40°+2° FOR 96 HOURS.
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P/N:2DP—5525—AH2 _
i \ i %u e mUm,ZOA v E PIN 1 |BRASS Ni 60u"~180u"0verCu 80u” MIN.
i %. i D TERMINAL 1 |COPPER ALLOY,0.3T Ag 20u” MIN Over Ni 50u”~180u” m
i M i C SHUNT TERMINAL 1 |COPPER ALLOY,0.3T Ag 20u” MIN Over Ni 50u"~180uf
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| P /N:2DP—5531-001 | TABLE DECIMALS: ANGLES: TITEL v DC POWER JACK
f f P/N PIN DIA_ | PLUG NO. X 405 X #2 [DWN "™ 010:PART NO. 2DC—0026—-X01 | A
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L | |2DCc-0026-C01| $2.35739 | 20P—5525-AH2 XXX 102 APVD [w SIZE: A3 SHEET: 10F1 |REV- |
2DC-0026-L01]92.9553-9 [ 2DP-5531-001 CUSTOMER COPY
| 2 | 3 4 4 6 | 7 8 e



