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LTR | DESCRIPTION | DATE | REVISED | APPROVED
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Notes L 370 | 635 = 6.5 | [(5 [ HOUSING | PAST(GN2330) UL-94V0_(BLACK)
1. Electr_ical Characteristics: = 4 | PN 1 | COPPER ALLOY Ni PLATED
i';-gaﬂ?gt?,ctzov 520/*52 Max (el 3 | TERMINAL 3# 1 | COPPER ALLOY t=0.25 [MB:Ni Ag PLATED
-2.Contact Resistance: 50m ax.(Initial), — N
Contaet Resistance: S0m 2 Max (ntl). 2 | TERMINAL 24 [ STEEL (=055 NN Ag__PLATED
1-3.Dielectric Withstanding Voltage: SO0V AC for One Minute » 1 | TERMINAL 13 1 [ COPPER _ALLOY t=0.30 [MB:Ni Ag PLATED
1-4. Insulation Resistance: 100M Q) Min. Measured By 500 VDC; LTR PART NAME QTY MATERIAL REMARK
2. Mechanical Characteristics: LEAD FREE
2-1. Plug Insertion Force 0.3~2.0Kgf (initial), N 3
0.3~2.0Kgf (Final) life test; “TOLERANCES-
2-2. Plug Extraction Force: 0.3~2.0Kgf (initial), SCHENATIC UNLESS OTHERWISE SPECIFIED Singatron Enterprise Co., Ltd.
0.3~2.0Kgf (Final) life test; NFE
3. Durability Test: 5,000 Cycles min: 2DC—K020-02A| Center pin #1.0=>¢dim:#3.8 — o P —— Z;VLNE DC POWER JACK
4. Operating temperature:-25°C ~ +70°C; [2DC-K020~02B] Center pin #1.3=>#dim:93.8 /J:? XXX 020 XK AT ANJOU |PART NO. 2DC-K020-02_
5. Soldering Heat Resistance Reflow Soldering 260°C; 200_K020-020] Certer in #1.65=>4mpt.2 2 CHKD| 2009.04.09 [SCALE 7:1 |UNIT:  mm @ 3
6. Plug Interface Dimensions Conform To EIAJ RC-5321 Spec; pin #1- T XXXX *0.15 APVD| GIEVEN |SIZE: A3 |SHEET:1 OF 1|REV: 001
7. Packaging: Tape Reel; CUSTOMER COPY
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