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REV.JECN NO OR DESCRIPTION [REVISED] DATE
A | PRODUCT RELEASE CHENEY |2021.06.16
DATE CODE
YY: Year(08)
MM: Month(01~12)
DD: Day(01~31)
SPECIFICATIONS:
5.0 9.0 1. ELECTRICAL CHARACTERISTICS:
5 4 55 1-1. RATING: DC 24V 44
23 5 T o 1—2. CONTACT RESISTANCE: 30m  MAX.(INITIAL)
‘ @/SN ETAIL"A 1-3. DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE.
L0 (= ; 1—4. INSULATION RESISTANCE: 100M  MIN. MEASURED BY 500 VDC
@\% SEE = B l 2. MECHANICAL CHARACTERISTICS:
L N L - 2—1  INSERTION FORCE : 0.3~2.0 KGF
= : S U o B 2-2. WITHDRAWAL FORCE : 0.3~2.0 KGF
2—91.24%934 » 3. LIFE TEST: 10.000 CYCLES MIN.
4. OTHER GENERAL SPEC. TO REFER “DC POWER JACK SPEC”.
- =i 5. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
0.89 == 6. GREEN PRODUCT IDENTIFICATION MARK ON JACK:O)
o 2-2.05 DETAIL” A" 8 7. GREEN PRODUCT IDENTIFICATION LABEL ON Eoi@z@‘
= B T 8. FOR REFLOW SOLDERING LEAD—FREE PROCESS. K
20 < & 465 : 9. PACKAGING: TAPE & REEL.
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0.60 F [ SHIELDING 1 [BRASS STRIP 0.2t GOLD FLASH PLATING
N RECOMMENDED P.C.B LAYOUT E [ PN 1 [BRASS BAR NICKEL PLATING
@ OA,QO PRINTED SIDE D TERMINAL 1 BRASS STRIP 0.2t SILVER PLATING
58 & (TOLERANCE: +0.05) C | SHUNT TERMINAL | 1T |BRASS STRIP 0.25t SILVER PLATING
c = B | TIP SPRING 1 | BERYLLIUM COPPER 0.25t | SILVER PLATING
me\“h_, [ « HIGH TEMP. THERMOPLASTIC
= — A | Bopy 1 BLACK COLOR
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== 2 NO | DESCRIPTION QTY MATERIAL PLATING & COLOR
6.9 -~ SCHEMATIC UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
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ﬁ © # X 405 X :+2° [DWN | Nenin—Cren]PART NO.2DC—S050—H13F
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