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RECOMMENDED P.C.B LAYOUT(THICKNESS 1.5+0.1)
TOP VIEW(TOLERENCE IS +0.05)

$5.50

MATE PLUG

SPECIFICATIONS:

REV.

ECN NO OR DESCRIPTION

REVISED | DATE

A

PDR T071022-1A RTM

Arnold 2008,3,13

B

ADD STAND OFF,ECN NO.C080075

TANGHUI | 2008.6.25

C |wEFEEEOMYRAL ECN NO:C090212

ALLEN 2010.02.20

1. ELECTRICAL CHARACTERISTICS:
1—=1. RATING: DC20V 5.5A
1-2. CONTACT RESISTANCE: 30m() MAX.(INITIAL)
1=3. DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE
1—4. INSULATION RESISTANCE: 100M{2 MIN. MEASURED BY 500 VDC

2. MECHANICAL CHARACTERISTICS:
2—1. INSERTION FORCE : 0.3~2.5 KGF

2-2. WITHDRAWAL FORCE :
LIFE TEST: 5,000 CYCLES MIN.
OTHER GENERAL SPEC. TO REFER "2DC0028 SERIES SPEC”.
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TEMPERATURE:

1.0~2.5 KGF

SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.

FRO

M 5°C TO 35°C.

RELATIVE HUMIDITY: FROM 40% TO 85%.
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GREEN PRODUCT IDENTIFICATION MARK ON JACK: @
GREEN PRODUCT IDENTIFICATION LABEL ON PACKING:
FOR REFLOW SOLDERING LEAD—-FREE PROCESS.
SOLDERING HEAT RESISTANCE : PEAK 260°C 10 SECS
MEASURING CONDITION :

#1
43
#

CIRCUIT

MYLAR

INSULATION FILM 0.075t

TRANSPARENT

MYLAR

INSULATION FILM 0.075t

TRANSPARENT

SHIELD

BRASS 0.35t

TIN_ PLATING

TERMINAL

SUS 0.3t

N/A

SHUNT TERMINAL

BRASS 0.4t

SILVER PLATING

CONTACT PIN

BRASS 2.5

SILVER PLATING

IIP_SPRING

COPPER _ALLOY 0.3t

SILVER PLATING

BODY

> @O MmMm[O |

HIGHT TEMP.THERWDPLASTIC UL94V-0

BLACK COLOR

NO DESCRIPTION

Qry

MATERIAL

PLATING & COLOR

UNLESS OTHERWISE
SPECIFED TOLERANCES

Singatron Enterprise Co., Ltd.
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DECIMALS: ANGLES:
X 205 X 2
XX 203 XX:£1°
XXX 0.2

TITLE

DC POWER JACK

DWN

ALLEN

w0020 PART NO.

2DC-S228—-B03

CHKD

MUYUAN

SCALE 4:1

UNIT: ' mm @ =1

APVD

ROBIN

SIZE: A3

SHEET: 10F1 |REV: C

CUSTOMER

COPY

7 _
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