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REV.IECN NO OR DESCRIPTION | REVISED| DATE
B | EcN NO.: S110322 Soldier|2011.03.11
9.10 - C | £on No: S111226 SEAN p012.01.05
= 8.60 D ECN_NO.: 8120720 ANDY 12013.04.01 | =
DATE LODE @/ . SPECIFICATIONS:
| g D VYO0 1. ELECTRICAL CHARACTERISTICS:
\&ch I 1—1. RATING: 30V, 10A
1-2. CONTACT RESISTANCE: 20m QUMAX.(INITIAL)
— <<§§@@ — E 1-3. DIELECTRIC WITHSTANDING VOLTAGE: 150V AC FOR ONE MINUTE. —
! 1—4. INSULATION RESISTANCE: 100MOYMIN. MEASURED BY 500 VDC
2. MECHANICAL CHARACTERISTICS:
7 | 2—1. INSERTION FORCE : 3.0 KGF Max.
|{ /m\ ! 2-2. WITHDRAWAL FORCE : 0.35 KGF Min.
, 3. LIFE TEST: 5,000 CYCLES MIN. E
, SECTION A-A 4. OTHER GENERAL SPEC. TO REFER "2DC1003 SERIES SPEC”.
SCALE 11 5. T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
6. HALOGEN FREE PRODUCT IDENTIFICATION MARK ON PRODUCT: (3)
12.3 7. HALOGEN FREE PRODUCT INDENTIFICATION LOGO ON  PACKAGING: —
7 8. FOR REFLOW SOLDERING LEAD-FREE PROCESS.
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: MATING PLUG: OD #7.4 ; ID #0.6
Tolerance:£0.05 C
F | SHELL 1 |BRASS 0.35t NI 60u"MIN
E | SIGNAL  (S) 1 |COPPER ALLOY 0.5t A 500" ON CONTACT AREd . [
D | SPRING (+) 1 |COPPER ALLOY 0.3t | GOLD FIASH ON SOLDER AREA
ALL OVER W) 500"
C | SPRING (=) 1 |COPPER ALLOY 0.3t
B
5 | cover : %MA@\N THERMOPLASTIC | gy e
HIGH TEMP. THERMOPLASTIC
A | HOUSING i BLACK
NO | DESCRIPTION QrY MATERIAL PLATING & COLOR  }—
SCHEMATIC UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
—OF1 SPRING(+) SPECIFED TOLERANCES P = S = P N AS=]
DECIMALS: ANGLES: |TITLE DC POWER JACK
N OF3 SIGNAL(S) .
A 475, X +0.5 X :£2" |DWN | ANDY  |PART NO. 2DC1003-006111 A
A\ @\M SPRING(-) RECOMMENDED P.C.B LAYOUT XX 203 XX:£1" |cHkD| TOM SCALE: 3:1 |UNIT:  mm @ 1
TOP VIEW (Tolerance £0.05) XXX :40.2 APVD MAX  |SIZE: A3 |SHEET: 10F1 |REV:D
CUSTOMER COPY
1 _ 2 _ ) 4 6 7 _ 8 CHHRSE RD-06-043-4



