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;%] H% POWER MARK 5 SPECIFICATIONS:
M ! : ||/ = = 1.ELECTRICAL CHARACTERISTICS:
— oo = T=1.RATING:20V 10A
180W 5ojod ARG 1-9.CONTACT RESISTANCE:10m0 MAX.
IE YYM DD j 3 S ﬁm "/ 1—3.DIELECTRIC WITHSTANDING VOLTAGE:500V AC FOR ONE MINUTE.
NI T 1=4.INSULATION RESISTANCE:100MQ  MIN. MEASURED BY 500V DC.
«~ //// 2 MECHANICAL CHARACTERISTICS:
= N il 2="1.INSERTION FORCE: 2.5Kgf Max.
2—2 WITHDRAWAL FORCE: 0.6Kgf Min.

A=A SECTION S.LIFE TEST:5000 CYCLES MIN.

————— 470 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
5.HALOGEN FREE PRODUCT IDENTIFICATION MARK ON JACK: ©® _
6.HALOGEN FREE PRODUCT IDENTIFICATION LABEL ON PACKAGING:
/. FOR HAND SOLDERING [EAD—-FREE PROCESS.
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F| SHELL 1 | BRASS 0.35¢ Ni 60u”
102 £ | SIGNAL 7 | COPPER ALLOY 0.3t |cOLD FLASH , Ni- 50u™ Min.
8.6 0 D | SPrRING (+) 1 | coPPER ALLOY 0.3t | 6otd Fuast on conTACT ARen;
1.60+0.1 Sn 120u” ON SOLDER TAIL;
B | sPrING (-) 1 | coPPER ALLOY 0.3t | w) ove ni 500"
N <?»\\ . B | COVER 1" THERMOPLASTIC UL94V-0| RED (200C)
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= DECIMALS:  ANGLES: |TTLE|  DC POWER JACK — Mating drawing
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