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REV. [ECN N0 OR DESCRIPTION FEVISED | DATE
9.00 4 PRODUCT RELEASE ALLEN | 20110407
S92 8.00
2.70 S| e
CAVITY NO = =
A NARK Tl [ SPECIFICATIONS:
) 1. ELECTRICAL CHARACTERISTICS:
B 7 =g 1-1. BATING: 20V, 7
O % © iy I 1-2. CONTACT RESISTANCE:
— - = 30 WILLIOHKS Max. FOR INITIAL,
- —— S . = 50 WILLIOHKS Max. AFTER 5000 CYCLES.
=N = INSULATION RESISTANCE: 100 MEGAOHMS Min. BY 500V DC AFTER I MINUTE.
3 — 1-4. DIELECTRIC WITHSTANDING VOLTAGE: 500V RUS AFTER 1 MINUTE.
2. WECHANICAL CHARACTERISTICS:
- 2-1. INSERTION FORCE :0.3°3.0 KGF
0.0 SECTION A-A 2-2. WITHDRAVAL FORCE : 0.372.5 KGF
: 3. LIFE TEST: 5,000 CYCLES MIN.
4, OTHER GENERAL SPEC. T0 REFER "2DC2014 SERIES SPEC”.
, 5. T0 CONFORM T0 SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
7 6. HALOGEN FREE PRODUCT IDENTIFICATION MARK ON PRODUCT:
7 7. HALOGEN FREE PRODUCT IDENTIFICATION LABEL ON PACKAGING:
| FOR HAND SOLDERING LEAD-FREE PROCESS.
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SCHEMATIC
12,50 MATE PLUG - o ()
(TOLERANCE: £0.05) = A—amr O
= C|  SPINGC) 1| copER ALLOY 0. 25T oL THS 0 0 50 i
Le3 O CONTACT A OLD FLASH
H_ B SPIRNG (+) 1 COPPER ALLOY 0. 4T SOLDER TATLS:SN: 120u” Ni:50u" Min
S 4 BODY 1| THERNOPLASTIC BLACK COLOR
= @) I DESCRIPTION 1Y MATERIAL PLATING & COLOR
UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
— SPECIFED TOLERANCES e SR RN ]
] DECIMALS: ANGLES: | rrmiE DC POWER JACK
1.50 W b 405 X :#2° [V [uwwones |PART No.  2DC2017-000111F
12.00 3.00 Nk 0.3 Xy :+r° CHKD DL 2011.4.13 SCALE - 4 :1 |UNIT:  mm @ m
L 402 APID | o SIZE: A3 |SHEET: 10F 1 |REV: 4
CUSTOMER COPY
1 _ 3 _ 6 7 8 TCHERES 0-06-043-4




