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REV.[ECN NO OR DESCRIPTION | REVISED | DATE
— B [ECN NO.S130325 Springwu |2013.06.19
29 C |ECN NO.ST31031 SEAN |2014.04.14
\a\% - D [ECN NO.5140541 YUREN 12014.08.01 F
2s < SPECIFICATIONS: L JECN NO.S201911—E07 /e [ KEN _ [2019.11.25
HE O 1. ELECTRICAL CHARACTERISTICS:
- —
<o € i 1-1. RATING: 20V 10A
B e U @ 1-2. CONTACT RESISTANCE: 30m (2 MAX.
3 SS 1=3. JACK SHALL WITHSTAND 500 V AC BETWEEN ANY ADJACENT -
o i ] =) TERMINAL(EXCEPT LED) FOR ONE MINUTE.
s ) 1—4. INSULATION RESISTANCE: 100M 2 MIN. MEASURED BY 500 VDC
S 2. MECHANICAL CHARACTERISTICS:
o . 2—1. INSERTION FORCE : 3.0 KG MAX. c
2—2. WITHDRAWAL FORCE : 0.3 KG MIN.
8.50 3. LIFE TEST: 5,000 CYCLES MIN.
9.00 4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
5. HALOGEN FREE PRODUCT IDENTIFICATION MARK ON JACK: ©
SECTION A-A 6. HALOGEN FREE PRODUCT IDENTIFICATION LABEL ON PACKAGING:&} |
_ 7. FOR HAND SOLDERING LEAD—FREE PROCESS.
8.PRINTED DATE CODE” YYMIMDD_ * ON TOP OF CONNECTOR.
(YYMMDD= YY:YEAR MM:MONTH DD:DAY)
. 9.THE PANEL’S ID MUST BE GREATER THAN THE PLUG'S OD WHICH MUST
‘ : HAVE A DIFFERENCE OF LESS THAN OR EQUAL TO 0.50mm.(AS SHOWN  |P
IN FIGURE 1.) 8 600,20 8
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8.20 MATING PLUG —
| —
| A SCHEMATIC F | SHELL 1 |STAINLESS STEEL 0.25T| Ni 60u
E E [SIGNAL 1| COPPER ALLOY 0.30T | po/\i 304"ty 24" ON CONTACT AREA,
] 041 SPRING(+) D [sPrRING(-) 1| copper aLov o257 | Sn 1200" O SOLOER AL B
22 1 v 73 SINALLS) C [SPRING(+) 1 | correr aLtov o.sor | AL OER N S
N #2 SPRING(-) 5 | COVER 7
THERMOPLATIC UL 94V-0
; A | HOUSING 1 pLACK
ffﬁﬂ% NO DESCRIPTION QrY MATERIAL PLATING & COLOR — |—
Wity be Aok =2 =9 UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
| e SPECIFED TOLERANCES S E T RN T]
Eg DECIMALS: ANGLES: |TITLE DC POWER JACK
%Z X205 Xt 2" [DYN | KEN __[PART NO. 2DC3024-001111F | p
PANEL PLUG XX +0.3 XX = CHKD SKY SCALE: 3:1\UNIT:  mm @6
DIM.A-DIM.B<0.50mm XXX 202 APVD| LUSSEN |SIZE- A3 |SHEET:1 OF 1| REV:E
FIGURE T CUSTOMER COPY
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