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A
SPECIFICATIONS:
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I 1. ELECTRICAL CHARACTERISTICS:
% 1T] 1=1.RATING: 20V 7A
1-2. CONTACT RESISTANCE: 30mf) MAX.(INITIAL)
1-3. DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE | _
1—4. INSULATION RESISTANCE: 100M() MIN. MEASURED BY 500 VDC
2. MECHANICAL CHARACTERISTICS:
| 2-1. INSERTION FORCE :3.0 KG Max.
— 2-2. WITHDRAWAL FORCE : 1.0~3.0 KG(INITIAL).
0.7~3.0KG(AFTER LIFE TEST). E
1,20 3. LIFE TEST: 10,000 CYCLES MIN.
43.00 4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANE FREE SPEC.
05.602005 5.HALOGEN FREE PRODUCT IDENTIFICATION MARK ON JACK: ©
] 15.50£0.15 SECTION A 6.HALOGEN FREE  PRODUCT IDENTIFICATION LABEL ON PACKAGING:
N S 7. FOR REFLOW SOLDERING LEAD—FREF PROCESS.
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00 - . Jes DECIMALS: ANGLES: |TITLE DC JACK

22020 4 : X 404 x £2° [DWN | Springwu[ PART NO.2DC3032-001111F |
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I. GROUND PIN CONTACT FIRST 4. LOCK POSITION
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