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REVJECN NO OR DESCRIPTION | REVISED | DATE
A | PDR NO.T121226-3A Eileen |2013.04.07]

SPECIFICATIONS:
1. ELECTRICAL CHARACTERISTICS: F
1=1. RATING: 20V 4A
1=2. CONTACT RESISTANCE: 30m() MAX.

1 #3
f #1435 12 1-3. DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE.
f E fi 1-4. INSULATION RESISTANCE: 100MC) MIN. MEASURED BY 500 VDC
450 2. MECHANICAL CHARACTERISTICS: |
3 N 2—1. INSERTION FORCE: 2.0 Kgf MAX.
ik 2.3Q 07 2-2. WITHDRAWAL FORCE: 0.6~2.0 Kqf.
% 9 3. LIFE TEST: 5,000 CYCLES.
DATE CODE 4. T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
| | = 5. GREEN PRODUCT IDENTIFICATION MARK ON JACK: ©)
© 6. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:
R R e 7. FOR HAND SOLDERING LEAD—FREE PROCESS.
@\ = N SECTION A 8. PRINTED DATE CODE”YYMDD "
SECTION A-A T oay
ﬁ MM: MONTH —
Y YEAR
9.THE PANEL'S ID MUST BE GREATER THAN THE PLUG'S 0D WHICH MUST
HAVE A DIFFERENCE OF LESS THAN OR EQUAL TO 0.5 mm.(AS SHOWN
IN FIGURE 1.)
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DIM. A-DIM.B < 0.5
FIGURE 1
; mm 8.6010.2 £ |sprinG(+) 1| COPPER ALLOY 0.20T Gold Flash On Contact Area.
i — 1.5401 £ |sPriNG(-) 1 |coppEr ALLOY 0.25T Sn 120u’Min On_ Solder Tail.
| = B _ D |siona 1 [copper ALLoY 0.307 All" Over i 50u”Min.
i E | o W mw C |SHELL 1 | STAINLESS STEEL 0.25T Ni 50u"Min.
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7 0.80 M 3.840.1 NO DESCRIPTION 7Y MATERIAL PLATING & COLOR — }—
\ —% s UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
| E i SPECIFED TOLERANCES (S = ZEAA ST RN S]
MATING PLUG DECIMALS:  ANGLES: |mime DC POWER JACK
PLUG 252 2845P06CYV230—1A00-01 X 0.5 X £2° |DWN Eileen |PART NO. 2DC3069—-001114F
XX 403 XX :£1" |CHKD Sky SCALE 4:1 |UNIT:  mm @ =1
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