3

/ _

8

90,6405
90.758%s

C0.3*0.8

8.10
SECTION A-A

S

4.00

\Gm

=

8.20
2

Y

1./5
5.20

6.42

#

4-0.30

0.60

o
Q)
=

COPPER FOIL WIDTH

32| 3.6Q,
RECOMMEND P.C.B LAYOUT

(TOLERANCES:+0.05) TOP VIEW

0.80+0.2

e

0.60£0.05

2.9040.1

C0.25%0.5

04.50+0.1

—

3.2Q

12.00

£6.50
3.79

0
)
S

<

0.204£0.05

(1.00)

1.00

#3

rfﬂ r':

7.80£0.1

6.4240.1

#41

N
U

0.80+0.05

5.6040.1

5.20£0.1

0.80£0.05

=

0.20£0.05

PL

3.80+0,3
8.60+05
MATING PLUG
TOLERANCE: X XX:£0.10
UG 2455 28 45P06CV230—

TA00-01

THNTHES

1 —TF

REV.

ECN NO OR DESCRIPTION

REVISED
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SPECIFICATIONS:

ECN NO.S150601-C&515064/-C /D

ken

2015.8.27

(all K=k f) fes] N

1. Electrical Spec:

ECN NO.:5201912-C15 3

Xuehua

2020.4.15

Rated Voltage: 20V

Contact Resistance:
2. Mechanical Spec:

2-1.
2-2. Withdrawal Force
Weight: 0.95 Gram.
Temperature rise can't

SCHEMATIC

O #1 SPRING(+)
N—® 4 sNGNAL
N 4243 SPRING(-)

3
4
5.
3-1.50+005 0
7.
8
9

10.
11.

Insulation Resistance:

Rated Current: 6.5A

J0m2 Max.

Insertion Force: 3.0Kgf Max.

0.5~3.0Kgf.

exceed 30°C MAX.

Life Test(Insertion/Withdrawal): 5,000 Cycles Min.
To Conform To SINGATRON Hazardous Substance free Spec.
Other general SPEC, please refer to "20C3071 SERIES SPEC”.
Halogen Free Product Identification Mark On ;Qox‘.@
Halogen free Product Identification Label On Packaging:
For Reflow Soldering Lead—Free Process.

Printed Date mo%‘w««i\%@: on 8@ of connector.

SINGATRON lu\
YY: YEAR

iz MONTH

100MQ MIN. After By 500 VDC for 1 minute
. Dielectric Withstanding Voltage: 500V AC for 1 minute.

12.THE PANEL'S ID MUST BE GREATER THAN THE PLUG’S OD WHICH MUST
HAVE A DIFFERENCE OF LESS THAN Qm EQUAL S 0.5 mm.(AS SHOWN

IN FIGURE 1.)
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