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REV. | ECN _NO _OR DESCRIPTION REVISED
PDR NO.T141120-6A Allen
ECN NO.S5170538-R YUREN
ECN NO.5170940-R YUREN

DATE
2015.12.04
2017.8.11
2017.12.29
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SPECIFICATIONS:
1. ELECTRICAL CHARACTERISTICS:
1—=1. RATING: 20V 11.5A
1—2. CONTACT RESISTANCE: 30m(Cy MAX.
1-3. DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE.
1—4. INSULATION RESISTANCE: 100MC)y MIN. MEASURED BY 500 VDC
2. MECHANICAL CHARACTERISTICS:
2—1. INSERTION FORCE: 3.0 Kgf MAX.
2-2. WITHDRAWAL FORCE: 0.4~2.5 Kgf.
. LIFE TEST: 5,000 CYCLES.
. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
. HALOGEN FREE PRODUCT IDENTIFICATION MARK ON PRODUCT:@
. HALOGEN FREE PRODUCT IDENTIFICATION LOGO ON PACKAGING:
. FOR HAND SOLDERING LEAD—FREE PROCESS.
. PRINTED DATE CODE" YYIVIMIDD ".
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9.THE PANEL'S ID MUST BE GREATER THAN THE PLUG’S OD WHICH MUST
HAVE A DIFFERENCE OF LESS THAN OR EQUAL TO 0.5 mm.(AS SHOWN
IN FIGURE 1.)
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